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• Sizes 1.3m - 2.3m

•  Nickel Chrome hydraulic rams

•  High strength steel

•  Hardened steel blades welded

•  Wide opening  for a large block size

•  Quality European Tines

Shear GrabNC
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Shear GrabNC

Model Cutting Width 
(A)

Max Block 
Height (B)

Tine 
Length (C)

Max Overall 
Height (D)

Number 
of Tines

Tines
Spacing

Number 
of Rams

Rams Size Centre Blade Capacity Weight (kgs) 
(excluding 
brackets)

1.3m 1399mm (4’3’’) 800mm 820mm 1430mm 10 132mm 2 90mm Bore NA 0.83m3 530
1.5m 1500mm (4’11’’) 800mm 820mm 1430mm 11 140mm 2 90mm Bore NA 0.96m3 565
1.7m 1700mm (5’7’’) 800mm 820mm 1430mm 13 132mm 2 100mm Bore NA 1.10m3 640
1.9m 1900mm (6’3’’) 800mm 820mm 1430mm 14 138mm 2 100mm Bore NA 1.23m3 680
1.9m 1900mm (6’3’’) 800mm 820mm 1430mm 14 138mm 3 90mm Bore Standard 1.20m3 810
1.9m 1900mm (6’3’’) 800mm 820mm 1430mm 16 119mm 3 90mm Bore Standard 1.20m3 820
2.1m 2100mm (6’10’’) 800mm 820mm 1430mm 16 132mm 3 90mm Bore Standard 1.33m3 835
2.3m 2300mm (7’6’’) 800mm 820mm 1430mm 18 130mm 3 100mm Bore Standard 1.47m3 900
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Optional Extras

Heavy Duty Tines

Shear Grab Push Off

Various Telehandler mounting brackets available

Various Tractor Front Loader brackets available

Various Skid Steer brackets available


